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Style Name.........................................Accountable Modular
Style Number......................................QB115
Product Type.......................................Modular
Installation Method.............................Quarter Turn
Construction ......................................Tufted
Surface Appearance...........................Level Heathered Loop
Nylon Type..........................................Colorstrand® SD Nylon
Gauge.................................................1/10 (39.37 Rows Per 10 Cm)
Pile Weight.........................................22.0 oz. per sq. yd. (746 G/m2)
Pile Thickness......................................100” (2.54 mm)
Stitches Per Inch.................................9.3 (36.61 per 10 cm)
Dye Method........................................Solution Dyed
Protective Treatment...........................Sentry Plus
Density...............................................7,920
Weight Density...................................174,240

Backing Material.................................EcoFlex ICT
Pattern Repeat....................................Not Applicable
Size.....................................................24” X 24” (.6096 M X .6096 M)
Flammability.......................................ASTM E 648 Class 1 (Glue Down)
Smoke Density...................................ASTM E 662 Less Than 450
Static Propensity.................................AATCC-134 Under 3.5 Kv
IAQ Green Label Plus..........................1098
CRI Appearance Retention Rating......Severe Traffic
Warranties:  Lifetime Limited Modular Warranty, Lifetime Limited 
Colorfastness to Light, 10 Year Limited Colorfastness to Atmospheric 
Contaminants, 10 Year Stain Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7559 Andodized Lapis 7719 Carbon Char
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STYLE NAME......................................Artist
STYLE NUMBER.................................BQ199
COLLECTION......................................Pure Genius
PRODUCT TYPE .................................Broadloom
CONSTRUCTION ...............................Tufted
SURFACE APPEARANCE ...................Textured Multi Colored Loop
NYLON TYPE .....................................Colorstrand® Nylon
GAUGE ..............................................1/10 (39.37 rows per 10 cm)
PILE WEIGHT .....................................20.0 oz. per sq. yd. (678 g/m2)
PILE THICKNESS ................................147” (3.73 mm)
STITCHES PER INCH .........................11.0 (43.31 per 10 cm)
DYE METHOD ....................................Solution Dyed/Space Dyed
PROTECTIVE TREATMENT ................Sentry Plus

DENSITY ............................................4,898
WEIGHT DENSITY .............................97,960
BACKING MATERIAL .........................Action Bac®
PATTERN REPEAT ...............................75” (W) x .75” (L)
WIDTH ...............................................12’ (3.66 m)
FLAMMABILITY .................................ASTM E 648 Class 1 (Glue Down)
SMOKE DENSITY ..............................ASTM E 662 Less than 450
STATIC PROPENSITY .........................AATCC-134 Under 3.5 KV
IAQ GREEN LABEL PLUS ..................8216
CRI APPEARANCE RETENTION RATING.....Heavy Traffic
WARRANTIES: Lifetime Limited Wear Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7579 Newton 7595 Einstein 7658 Bach 7841 Hugo 7872 Aristotle 7879 Socrates 7889 Freud

7919 Goethe 7989 Dante
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Style Name.........................................Artist Modular
Style Number......................................QB199
Collection Name.................................Pure Genius
Product Type.......................................Modular
Installation Method.............................Quarter Turn
Construction ......................................Tufted
Surface Appearance...........................Textured Multi-colored Loop
Nylon Type..........................................Colorstrand® Nylon
Gauge.................................................1/10 (39.37 rows per 10 cm)
Pile Weight.........................................20.0 oz. per sq. yd. (678 g/m2)
Pile Thickness......................................147” (3.73 mm)
Stitches Per Inch.................................11.0 (43.31 per 10 cm)
Dye Method........................................Solution Dyed/Space Dyed
Protective Treatment...........................Sentry Plus

Density...............................................4,898
Weight Density...................................97,960
Backing Material.................................EcoFlex ICT
Pattern Repeat....................................Not Applicable
Size.....................................................24” x 24” (.6096 m x .6096 m)
Flammability.......................................ASTM E 648 Class 1 (Glue Down)
Smoke Density...................................ASTM E 662 Less Than 450
Static Propensity.................................AATCC-134 Under 3.5 KV
IAQ Green Label Plus..........................1098
CRI Appearance Retention Rating......Severe Traffic
Warranties: Lifetime Limited Modular Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7889  Freud7879  Socrates
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STYLE NUMBER ................................BQ215
STYLE NAME .....................................City Step
COLLECTION......................................Urban Virtues
PRODUCT TYPE .................................Broadloom
CONSTRUCTION ...............................Tufted
SURFACE APPEARANCE ...................Textured Patterned Loop
NYLON TYPE .....................................Colorstrand® SD Nylon
GAUGE ..............................................1/10 (39.37 rows per 10 cm)
PILE WEIGHT .....................................20.0 oz. per sq. yd. (678 g/m2)
PILE THICKNESS ................................106” (2.69 mm)
STITCHES PER INCH .........................13.2 (51.97 per 10 cm)
DYE METHOD ....................................Solution Dyed
PROTECTIVE TREATMENT ................Sentry Plus

DENSITY ............................................6,792
WEIGHT DENSITY .............................135,840
BACKING MATERIAL .........................Action Bac®
PATTERN REPEAT ...............................72” (W) x 2.25” (L)
WIDTH ...............................................12’ (3.66 m)
FLAMMABILITY .................................ASTM E 648 Class 1 (Glue Down)
SMOKE DENSITY ..............................ASTM E 662 Less than 450
STATIC PROPENSITY .........................AATCC-134 Under 3.5 KV
IAQ GREEN LABEL PLUS ..................8216
CRI APPEARANCE RETENTION RATING.....Heavy Traffic
WARRANTIES:  Lifetime Limited Wear Warranty, Lifetime Limited 
Colorfastness to Light, 10 Year Limited Colorfastness to Atmospheric 
Contaminants,10 Year Stain Warranty, Lifetime Static 

PRODUCT SPECIFICATIONS

7128 Classy Khaki



Cross Country

  |  800.554.6637  |  WWW.BIGELOWCOMMERCIAL.COM

Cross Country

STYLE NUMBER ................................BQ213
STYLE NAME .....................................Cross Country
PRODUCT TYPE .................................Broadloom
CONSTRUCTION ...............................Tufted
SURFACE APPEARANCE ...................Textured Patterned Loop
NYLON TYPE .....................................Colorstrand® Nylon
GAUGE ..............................................1/10 (39.37 rows per 10 cm)
PILE WEIGHT .....................................22.0 oz. per sq. yd. (746 g/m2)
PILE THICKNESS ................................118” (3.00 mm)
STITCHES PER INCH .........................10.0 (39.37 per 10 cm)
DYE METHOD ....................................Solution Dyed/Space Dyed
PROTECTIVE TREATMENT ................Sentry Plus
DENSITY ............................................6,712
WEIGHT DENSITY .............................147,664

BACKING MATERIAL .........................Action Bac®
PATTERN REPEAT ................................5” (W) x .75” (L)
WIDTH ...............................................12’ (3.66 m)
FLAMMABILITY .................................ASTM E 648 Class 1 (Glue Down)
SMOKE DENSITY ..............................ASTM E 662 Less than 450
STATIC PROPENSITY .........................AATCC-134 Under 3.5 KV
IAQ GREEN LABEL PLUS ..................8216
CRI APPEARANCE RETENTION RATING.....Severe Traffic
WARRANTIES: Lifetime Limited Wear Warranty, Lifetime Static 

PRODUCT SPECIFICATIONS

7588 Boston Harbor 7878  Big Sur7876  Redwood Forest





FirstStep Modular

00438
Windswept

00508
Charcoal Grey

00524
Stepping Stone

00537
Stormy Peak

 
M O D U L A R  S P E C I F I C A T I O N S 	

Style Number 	������������� Q8513

Style Name 	���������������� FirstStep Modular

Collection	�������������������� Tuff Stuff

Construction 	�������������� tufted

Surface Texture 	���������� performance loop pile

Gauge 	������������������������ 5/32” (25.2/10 cm)

Density 	���������������������� 5,494

Weight Density 	���������� 208,772

Stitches Per Inch 	�������� 8.5 per inch (33.46/10 cm)

Finished Pile Thickness .249” avg (6.3 mm)

Dye Method 	��������������� yarn dyed

Backing Material 	�������� EcoFlex ICT

Face Yarn 	������������������� Fortis Nylon

Fiber Technology 	������� Sentry Soil Protection

Face Weight 	��������������� 38 oz/yd2 (1288.59 gm/m2)

Size/Width 	����������������� 24” x 24” (60.9 cm x 60.9 cm)

Installation Method 	���� quarter turn only

IAQ Green Label Plus...1098

***  300 yard Maximum ***
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STYLE NUMBER ................................BQ219
STYLE NAME .....................................Made To Move
COLLECTION......................................Moving Forward
PRODUCT TYPE .................................Broadloom
CONSTRUCTION ...............................Tufted
SURFACE APPEARANCE ...................Textured Patterned Loop
NYLON TYPE .....................................Colorstrand® SD Nylon
GAUGE ..............................................1/10 (39.37 rows per 10 cm)
PILE WEIGHT .....................................20.0 oz. per sq. yd. (678 g/m2)
PILE THICKNESS ................................179” (4.55 mm)
STITCHES PER INCH .........................12.7 (50.00 per 10 cm)
DYE METHOD ....................................Solution Dyed
PROTECTIVE TREATMENT ................Sentry Plus

DENSITY ............................................4,022
WEIGHT DENSITY .............................80,440
BACKING MATERIAL .........................Action Bac®
PATTERN REPEAT ..............................4.0” (W) x 5.7” (L)
WIDTH ...............................................12’ (3.66 m)
FLAMMABILITY .................................ASTM E 648 Class 1 (Glue Down)
SMOKE DENSITY ..............................ASTM E 662 Less than 450
STATIC PROPENSITY .........................AATCC-134 Under 3.5 KV
IAQ GREEN LABEL PLUS ..................8216
CRI APPEARANCE RETENTION RATING.....Heavy Traffic
WARRANTIES:  Lifetime Limited Wear Warranty, Lifetime Limited 
Colorfastness to Light, 10 Year Limited Colorfastness to Atmospheric 
Contaminants, 10 Year Stain Warranty, Lifetime Static 

PRODUCT SPECIFICATIONS

7896 Go Getter 7916 Take Charge
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STYLE NUMBER ................................BQ181
STYLE NAME .....................................McCormick II
PRODUCT TYPE .................................Broadloom
CONSTRUCTION ...............................Tufted
SURFACE APPEARANCE ...................Textured Patterned Loop
NYLON TYPE .....................................Colorstrand® SD Nylon
GAUGE ..............................................1/10 (39.37 rows per 10 cm)
PILE WEIGHT .....................................24.0 oz. per sq. yd. (814 g/m2)
PILE THICKNESS ................................143” (3.63 mm)
STITCHES PER INCH .........................10.5 (41.34 per 10 cm)
DYE METHOD ....................................Solution Dyed
PROTECTIVE TREATMENT ................Sentry Plus
DENSITY ............................................6,042
WEIGHT DENSITY .............................145,008

BACKING MATERIAL .........................Action Bac®
PATTERN REPEAT ................................75” (W) x 1.50” (L)
WIDTH ...............................................12’ (3.66 m)
FLAMMABILITY .................................ASTM E 648 Class 1 (Glue Down)
SMOKE DENSITY ..............................ASTM E 662 Less than 450
STATIC PROPENSITY .........................AATCC-134 Under 3.5 KV
IAQ GREEN LABEL PLUS ..................8216
CRI APPEARANCE RETENTION RATING...Severe Traffic
WARRANTIES: Lifetime Limited Wear Warranty, Lifetime Limited 
Colorfastness to Light, 10 Year Limited Colorfastness to Atmospheric 
Contaminants, 10 Year Stain Warranty, Lifetime Static 

PRODUCT SPECIFICATIONS

7567 Lake Shore 7658 Halsted 7779 Sedgwick 7848 Wells
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Style Name  .......................................One First Modular
Style Number......................................QM086
Collection Name.................................Initiatives
Product type ......................................Modular
Installation Method.............................Monolithic, Quarter Turn,  and 
...........................................................Multi-Directional
Construction ......................................Tufted
Surface Appearance ..........................Textured Patterned Loop
Nylon Type .........................................Colorstrand® SD Nylon
Gauge ................................................1/12 (47.00 rows per 10 cm)
Pile Weight ........................................24.0 oz. per sq. yd. (814 g/m2)
Pile Thickness .....................................132” (3.35 mm)
Stitches Per Inch ................................9.0 (35.43 per 10 cm)
Dye Method .......................................Solution Dyed
Protective Treatment ..........................Sentry Plus

Density ..............................................6,546
Weight Density ..................................157,104
Backing Material.................................EcoFlex ICT
Pattern Repeat ...................................Not Applicable
Size ....................................................24” x 24” (.6096 m x .6096 m)
Flammability ......................................ASTM E 648 Class 1 (Glue Down)
Smoke Density ..................................ASTM E 662 Less than 450
Static Propensity ................................AATCC-134 Under 3.5 KV
IAQ Green Label Plus .........................3990
CRI Appearance Retention Rating .....Severe Traffic
Warranties:  Lifetime Limited Modular Warranty, Lifetime Limited 
Colorfastness to Light, 10 Year Limited Colorfastness to Atmospheric 
Contaminants, 10 Year Stain Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

One First Modular

8878 Progress 8978 In Motion
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STYLE NUMBER ................................BQ201
STYLE NAME .....................................Point of Interest
COLLECTION......................................Urban Virtues
PRODUCT TYPE .................................Broadloom
CONSTRUCTION ...............................Tufted
SURFACE APPEARANCE ...................Textured Patterned Loop
NYLON TYPE .....................................Colorstrand® SD Nylon
GAUGE ..............................................1/10 (39.37 rows per 10 cm)
PILE WEIGHT .....................................20.0 oz. per sq. yd. (678 g/m2)
PILE THICKNESS ................................096” (2.44 mm)
STITCHES PER INCH .........................14.7 (57.87 per 10 cm)
DYE METHOD ....................................Solution Dyed
PROTECTIVE TREATMENT ................Sentry Plus

DENSITY ............................................7,500
WEIGHT DENSITY .............................150,000
BACKING MATERIAL .........................Action Bac®
PATTERN REPEAT ...............................40” (W) x .60” (L)
WIDTH ...............................................12’ (3.66 m)
FLAMMABILITY .................................ASTM E 648 Class 1 (Glue Down)
SMOKE DENSITY ..............................ASTM E 662 Less than 450
STATIC PROPENSITY .........................AATCC-134 Under 3.5 KV
IAQ GREEN LABEL PLUS ..................8216
CRI APPEARANCE RETENTION RATING.....Heavy Traffic
WARRANTIES: Lifetime Limited Wear Warranty, Lifetime Limited 
Colorfastness to Light. 10 Year Limited Colorfastness to Atmospheric 
Contaminants. 10 Year Stain Warranty, Lifetime Static 

PRODUCT SPECIFICATIONS

7128 Classy Khaki 7378 Saucey Henna 7862 Neutral Mix 7989 Twilight Dawn



Step In Style Modular

00518
Blarney Stone

00524
Woodland Brown

00547
Blue Wave

00548
Carbon Black

 
M O D U L A R  S P E C I F I C A T I O N S 	

Style Number 	������������� QT066

Style Name 	���������������� Step In Style Modular

Collection	�������������������� Tuff Stuff

Construction 	�������������� tufted

Surface Texture 	���������� textured patterned cut and loop

Gauge 	������������������������ 1/12 (47.00 rows per 10 cm)

Density 	���������������������� 8,930

Weight Density 	���������� 321,488

Stitches Per Inch 	�������� 10.0 per inch (39.37/10 cm)

Finished Pile Thickness .129” avg (3.3 mm)

Dye Method 	��������������� yarn dyed

Backing Material 	�������� EcoFlex ICT

Face Yarn 	������������������� Fortis Nylon

Fiber Technology 	������� Sentry Soil Protection

Face Weight 	��������������� 32.0 oz/yd2 (1085.12 g/m2)

Size/Width 	����������������� 24” x 24” (60.9 cm x 60.9 cm)

Installation Method 	���� brick ashlar, quarter turn

IAQ Green Label Plus...1098

CRI Appearance Retention Rating.....Severe Traffic

Pattern Repeat 	����������� n/a

*** 300 yard Maximum ***

Available in Modular



StepUp Modular

00438
Wrought Iron

00508
Mineral

00524
Sundance

00537
Starlight Blue

 
M O D U L A R  S P E C I F I C A T I O N S 	

Style Number 	������������� QD763

Style Name 	���������������� StepUp Modular

Collection	�������������������� Tuff Stuff

Construction 	�������������� tufted

Surface Texture 	���������� performance tip shear

Gauge 	������������������������ 5/32” (25.2/10 cm)

Density 	���������������������� 10,523

Weight Density 	���������� 399,874

Stitches Per Inch 	�������� 8.5 per inch (33.46/10 cm)

Finished Pile Thickness .130” avg (3.3 mm)

Dye Method 	��������������� yarn dyed

Backing Material 	�������� EcoFlex ICT

Face Yarn 	������������������� Fortis Nylon

Fiber Technology 	������� Sentry Soil Protection

Face Weight 	��������������� 38 oz/yd2 (1288.59 gm/m2)

Size/Width 	����������������� 24” x 24” (60.9 cm x 60.9 cm)

Installation Method 	���� quarter turn, monolithic

IAQ Green Label Plus	�� 1098

*** 300 yard Maximum ***
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Style Name.........................................X-Factor Modular
Style Number......................................QB212
Product Type.......................................Modular
Installation Method.............................Brick Ashlar, Quarter Turn
Construction ......................................Tufted
Surface Appearance...........................Level Patterned Loop
Nylon Type..........................................Colorstrand® SD Nylon
Gauge.................................................1/10 (39.37 rows per 10 cm)
Pile Thickness......................................107” (2.72 mm)
Stitches Per Inch.................................8.0 (31.50 per 10 cm)
Dye Method........................................Solution Dyed
Protective Treatment...........................Sentry Plus
Density...............................................4,710
Weight Density...................................65,940

Backing Material.................................EcoFlex ICT
Pattern Repeat....................................Not Applicable
Size.....................................................24” x 24” (.6096 m x .6096 m)
Flammability.......................................ASTM E 648 Class 1 (Glue Down)
Smoke Density...................................ASTM E 662 Less Than 450
Static Propensity.................................AATCC-134 Under 3.5 KV
IAQ Green Label Plus..........................1098
CRI Appearance Retention Rating......Severe Traffic
Warranties:   Lifetime Limited Modular Warranty, Lifetime Limited 
Colorfastness to Light, 10 Year Limited Colorfastness to Atmospheric 
Contaminants, Lifetime Static

PRODUCT SPECIFICATIONS

7877 Disguise 7889 Undercover
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