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Aero
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Style Name ........................................................... Aero
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 28.0 oz. per sq. yd. (949 g/m2)
Pile Thickness ...................................................... .135” (3.43 mm)
Stitches Per Inch ................................................ 10.2 (40.16 per 10 cm)
Dye Method ......................................................... Solution Dyed/Space Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 7,467
Weight Density ................................................... 209,076
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... .8” (W) x 1.6” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less Than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label  ................................................ 14148216
IAQ Green Label Plus ........................................ 8216
Warranties: Lifetime Limited Wear Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7548 Midwest Sunset 7634 Landscape Garden 7732 Natural Resources 7845 Desert Oasis 7963 Meandering River

Group 4 - On The Wire Collection
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Connect
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Style Name ........................................................... Connect
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 24.0 oz. per sq. yd. (814 g/m2)
Pile Thickness ...................................................... .146” (3.71 mm)
Stitches Per Inch ................................................ 10.7 (42.13 per 10 cm)
Dye Method ......................................................... Solution Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 5,918
Weight Density ................................................... 142,032
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene 
Pattern Repeat .................................................... 18” (W) x 32.72” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less Than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Severe Traffic
Warranties:  Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, 10 Year Stain 
Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7569 Spirituality 7681 Next Gen 7821 Invent 7858 Define 7989 Personalize

Group 4 - On The Wire Collection



Spectrum V 30

Group 4 -  On The Wire Collection 

7569 Weathered Ocean7548 Krypton Gray 7727 Bamboo Sprout

7876 Earth Scape7824 Java Latte

7619 Willow Tree7450 Portabello Mix 7585 Midnight Blue7234 Ebony Domino

7851 Oak Wood
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Style Name ........................................................... Spectrum V 30
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Level Solid Cut
Nylon Type ........................................................... Fortis™ 6,6 Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 30.0 oz. per sq. yd. (1017 g/m2)
Pile Thickness ...................................................... .220” (5.59 mm)
Stitches Per Inch ................................................ 10.3 (40.55 per 10 cm)
Dye Method ......................................................... Beck Dyed
Protective Treatment ........................................ Sentry 
Density .................................................................. 4,909
Weight Density ................................................... 147,270
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... None
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14866678
IAQ Green Label Plus ........................................ 6678
CRI  Rating ............................................................ Moderate Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Static

PRODUCT SPECIFICATIONS
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Wabi Nubby
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Style Name ........................................................... Wabi Nubby
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Multicolored Loop
Nylon Type ........................................................... Colorstrand® Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 26.0 oz. per sq. yd. (882 g/m2)
Pile Thickness ...................................................... .140” (3.56 mm)
Stitches Per Inch ................................................ 10.7 (42.13 per 10 cm)
Dye Method ......................................................... Solution Dyed/Space Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 6,687
Weight Density ................................................... 173,836
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Weldlok® Plus
Pattern Repeat .................................................... .5.60” (W) x 3.38” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Heavy Traffic
Warranties: Lifetime Limited Weldlok/Weldlok Plus Warranty, 
Lifetime Static

PRODUCT SPECIFICATIONS

7848 Astroshastra 7828 Eastern Simplicity 7642 Oriental Chinese 7988 Positive Chi 7562 Yin & Yang

Group 4 - On The Wire  Collection
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Way Cool
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Style Name ........................................................... Way Cool
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 26.0 oz. per sq. yd. (882 g/m2)
Pile Thickness ...................................................... .131” (3.33 mm)
Stitches Per Inch ................................................ 11.7 (46.06 per 10 cm)
Dye Method ......................................................... Solution Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 7,145
Weight Density ................................................... 185,770
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... .6” (W) x 4.60” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Severe Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, 10 Year Stain 
Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7969 Hot Type 7848 Just Wondrous 7556 The Most 7731 Too Awesome 7651 Way Sublime

Group 4 - On The Wire  Collection


