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7876  Redwood Forest 7878  Big Sur 7988  Pikes Peak7588 Boston Harbor 7828  Sun Valley

Cross Country

Style Name ........................................................... Cross Country
Style Number ...................................................... BC145
Collection Name ................................................ Destination
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 22.0 oz. per sq. yd. (746 g/m2)
Pile Thickness ...................................................... .118” (3.00 mm)
Stitches Per Inch ................................................ 10.0 (39.37 per 10 cm)
Dye Method ......................................................... Solution Dyed/Space Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 6,712

Weight Density ................................................... 147,664
Primary Backing ................................................. Woven Polypropylene
Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... .40” (W) x .80” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less Than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label  ................................................ 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Severe Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Static

PRODUCT SPECIFICATIONS
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Group 2 - Overland Collection

Grant Park 24

Style Name ........................................................... Grant Park 24
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 24.0 oz. per sq. yd. (814 g/m2)
Pile Thickness ...................................................... .136” (3.45 mm)
Stitches Per Inch ................................................ 12.0 (47.24 per 10 cm)
Dye Method ......................................................... Solution Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 6,353
Weight Density ................................................... 152,472
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Weldlok® Plus
Pattern Repeat .................................................... .20” (W) x .58” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Heavy Traffic
Warranties:  Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, 10 Year Stain 
Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

7388 Sundried Tomato 7559 Andodized Lapis 7658 Creamy Pistachio 7837 Biscotti Crunch 7928 Majolica Tin
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Group 2 -  Overland Collection

McCormick II

Style Name ........................................................... McCormick II
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 24.0 oz. per sq. yd. (814 g/m2)
Pile Thickness ...................................................... .143” (3.63 mm)
Stitches Per Inch ................................................ 10.5 (41.34 per 10 cm)
Dye Method ......................................................... Solution Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 6,042
Weight Density ................................................... 145,008
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... .80” (W) x 1.50” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less Than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label  ................................................ 14148216
IAQ Green Label Plus ........................................ 8216
Warranties: Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, Lifetime Static

PRODUCT SPECIFICATIONS

7567 Lake Shore 7658 Halsted 7779 Sedgwick 7848 Wells 7883 Superior
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Spectrum V 30

Style Name ........................................................... Spectrum V 30
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Level Solid Cut
Nylon Type ........................................................... Fortis™ 6,6 Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 30.0 oz. per sq. yd. (1017 g/m2)
Pile Thickness ...................................................... .220” (5.59 mm)
Stitches Per Inch ................................................ 10.3 (40.55 per 10 cm)
Dye Method ......................................................... Beck Dyed
Protective Treatment ........................................ Sentry 
Density .................................................................. 4,909
Weight Density ................................................... 147,270
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... None
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14866678
IAQ Green Label Plus ........................................ 6678
CRI  Rating ............................................................ Moderate Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

Group2 -  Overland Collection 

7234 Ebony Domino 7555 Twilight Dawn 7556 Bronze Verde 7664 Sapphire Indigo 7667 Eucalyptus Leaf 7775 Iron Cast 7851 Oak Wood

7876 Earth Scape 7883 Camel Flax


