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Group 2 - Urban Virtues Collection

City Step

Style Name ........................................................... City Step
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 20.0 oz. per sq. yd. (678 g/m2)
Pile Thickness ...................................................... .106” (2.69 mm)
Stitches Per Inch ................................................ 13.2 (51.97 per 10 cm)
Dye Method ......................................................... Solution Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 6,792
Weight Density ................................................... 135,840
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... 1.60” (W) x 4.24” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less Than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label  ................................................ 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Heavy Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, 10 Year Stain, 
Lifetime Static

PRODUCT SPECIFICATIONS

7128 Classy Khaki 7378 Saucey Henna 7585 Rushing River 7595 Navy Pier 7858 Stoney Terrain 7862 Neutral Mix 7888 Honest Earth

7969 Grey Matters 7989 Twilight Dawn
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Group 2 - Urban Virtues Collection

Point of Interest

Style Name ........................................................... Point of Interest
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Textured Patterned Loop
Nylon Type ........................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 20.0 oz. per sq. yd. (678 g/m2)
Pile Thickness ...................................................... .096” (2.44 mm)
Stitches Per Inch ................................................ 14.7 (57.87 per 10 cm)
Dye Method ......................................................... Solution Dyed
Protective Treatment ........................................ Sentry Plus
Density .................................................................. 7,500
Weight Density ................................................... 150,000
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... .40” (W) x .60” (L)
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less Than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label  ................................................ 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Heavy Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, 10 Year Stain, 
Lifetime Static

PRODUCT SPECIFICATIONS

7128 Classy Khaki 7378 Saucey Henna 7585 Rushing River 7595 Navy Pier 7858 Stoney Terrain 7862 Neutral Mix 7888 Honest Earth

7969 Grey Matters 7989 Twilight Dawn
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Spectrum V 30
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Style Name ........................................................... Spectrum V 30
Product Type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance ......................................... Level Solid Cut
Nylon Type ........................................................... Fortis™ 6,6 Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight ........................................................... 30.0 oz. per sq. yd. (1017 g/m2)
Pile Thickness ...................................................... .220” (5.59 mm)
Stitches Per Inch ................................................ 10.3 (40.55 per 10 cm)
Dye Method ......................................................... Beck Dyed
Protective Treatment ........................................ Sentry 
Density .................................................................. 4,909
Weight Density ................................................... 147,270
Primary Backing ................................................. Woven Polypropylene

Backing Foundation ......................................... Single Primary
Secondary Backing ........................................... Woven Polypropylene
Pattern Repeat .................................................... None
Width ..................................................................... 12’ (3.66 m)
Flammability ....................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density ................................................... ASTM E 662 Less than 450
Static Propensity ................................................ AATCC-134 Under 3.5 KV
IAQ Green Label ................................................. 14866678
IAQ Green Label Plus ........................................ 6678
CRI  Rating ............................................................ Moderate Traffic
Warranties: Lifetime Limited Wear Warranty, Lifetime Static

PRODUCT SPECIFICATIONS

Group2 -  Urban Virtues Collection

7009  Raisin Swirl 7234  Ebony Domino 7664 Sapphire Indigo 7666  Gunmetal Steel 7876  Earth Scape 7883  Camel Flax 7990  Linen Canvas

7996  Earthen Jute
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Urban Path
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Style Name   ......................................................... Urban Path
Product type ....................................................... Broadloom
Construction  ...................................................... Tufted
Surface Appearance  ........................................ Textured Tweed Loop
Nylon Type  .......................................................... Colorstrand® SD Nylon
Gauge .................................................................... 1/10 (39.37 rows per 10 cm)
Pile Weight  .......................................................... 20.0 oz. per sq. yd. (678 g/m2)
SPI ........................................................................... 11.0 (43.31 per 10 cm)
Pile Thickness  ..................................................... .142” (3.61 mm)
Dye Method  ........................................................ Solution Dyed
Protective Treatment  ....................................... Sentry Plus
Density  ................................................................. 5,070
Weight Density  .................................................. 101,400
Primary Backing  ................................................ Woven Polypropylene

Backing Foundation  ........................................ Single Primary
Secondary Backing  .......................................... Woven Polypropylene
Pattern Repeat  ................................................... .40” (W) X 2.0” (L)
Width  .................................................................... 12’ (3.66 M)
Flammability  ...................................................... ASTM E 648 Class 1 (Glue Down)
Smoke Density  .................................................. ASTM E 662 Less than 450
Static Propensity  ............................................... AATCC-134 Under 3.5 KV
IAQ Green Label  ................................................ 14148216
IAQ Green Label Plus ........................................ 8216
CRI Rating ............................................................. Heavy Traffic
Warranties:  Lifetime Limited Wear Warranty, Lifetime Limited Colorfastness to 
Light, 10 Year Limited Colorfastness to Atmospheric Contaminants, Lifetime Static 

PRODUCT SPECIFICATIONS

7128 Classy Khaki 7378 Saucey Henna 7585 Rushing River 7595 Navy Pier 7858 Stoney Terrain 7862 Neutral Mix 7888 Honest Earth

7969 Grey Matters 7989 Twilight Dawn

Group 2 - Urban Virtues Collection


